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MODEL NO

SAMP

HOUSING-AL

COVER-STEEL

WATER & DUST PROOF IP23

MATERIAL

1
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FITTING HOLES

(SCALE 2:1)
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175
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VIEW "A"

VIEW "A"

2- 7 HOLES(SLOT HOLE)

BRAKET-STEEL

PROTECTION GRADE

SOUND

1. Fire. A-ANG(Wail) Sound

2. Emergency. WA-U(Yelp) Sound

3. Ambulance. PI-PO(Hi-Low) Sound

4. Microphone Phone

OUTPUT-Max.

USE

VOLT.

CURRENT

DC12V

DC24V

MAX. 4.150A

MAX. 1.870A

Y / L F / L W / L H / L

YELP WAIL HI-LO
HORN AUXBUZZ

POWER

VOL.

MIC

Min
Max

ON

OFF

(1) (7) (2) (8) (3) (10) (4) (11) (5)(9)

(6) (12) (13) (14) (15) (16) (17) (18)

(1) Power supply LED

(2) Emergency LED

(3) Flashing light LED

(4) Warning light LED

(5) Ambulance/ Warning sound LED

(6) Power switch

(7) Emergency button

(8) Flashing light button

(9) Volume control lever

(10) Warning light button

(11) Ambulance/ Warning light button

(12) Police button

(13) Fire Truck Sounds button

(14) Ambulance button

(15) Buzzer button

(16) Horn Sound button

(17) AUX button

(18) MIC input terminal


