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MARK | DATE

REVISION

REVISER | APP .BY

MODEL NO

QCML-SERIES-7C

MATERIAL

SIDE COVER-PC

LENS-PC

HEAT SINK-AL

BRACKET-PC

MODEL

QCML- | QCML-
200-7C | 300-7C

QCML-
400-7C

QCML-
500-7C

QCML- | QCML- | QCML- | QCML-
600-7C | 900-7C | 1200-7C | 1500-7C

CURRENT

DC24V

MAX. 0.198A | MAX. 0.235A

MAX. 0.393A

MAX. 0.427A

MAX. 0.474A | MAX. 0.710A | MAX. 0.926A | MAX. 1.160A

LED

CHIP LED

PROTECTION GRADE

WATER & DUST PROOF IP67/IP69K

¥POWER CABLE : DC TYPE - Dura & Flex-F VU(0.3sqx4C) 450mm

MODEL A B c D
27| 6-94.5 FITTING HOLES QCML-200-7C 262 213 | 45~217| 2

QCML-300-7C 362 313 |45~317| 2

- - _ ) QCML-400-7C 462 413 | 45~417 | 2
QCML-500-7C 562 513 | 45~517| 2

QCML-600-7C 662 613 |45~617| 2

c QCML-900-7C 962 913 |45~917| 3
QCML-1200-7C 1262 | 1213 |45~1217| 4

QCML-1500-7C 1562 | 1513 [45~1517| 4

%D : Recommended quantity of mounting brackets

ISO2768-1 : CLASS OF TOLERANCE SURFACE | - ] : ) p :
f m ?2 v FINSH "\ | bwe. no. TITLE/ NAME MATL QTY |  REFERENCE
o~ +0..
FOR 05563 +0.05 0.1 203 105 DSND BY CHKD BY CHKD BY APRV BY VIEW  |DATE
LINEAR 6-30 w04 02 w05 I JHPARK | JHPARK | < JKHAN 3 2019.01.10
DIMENSIONS 30~120 $0.15 0.3 0.8 1.5 TITLE QCML-SERIES-7C MODEL
120~400 | 02 05 12 25 OUTLINE DRAWING QCML-SERIES-7C
400~1000 | 203 0.8 2 4 WG N,
0~10 £1° +1°30' +3° QCML-SERIES-7C
FORANGULAR | 10~50 +0°30' +1° 2°
DIMENSIONS 50~120 +0°20" +0°30" +1° SCALE SIZE REV 00 SHE:}'1
120~400 £0°10' £0°13 | £0°30 N/S Ad
1 2 | 3 KV 4 5 6 A4(297X210)




