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MODEL NO QMHL-150-K
36 155 BODY-AL
MATERIAL LENS-CHEMICAL TEMPERED GLASS
{[J COVER-AL
BRACKET-SUS430
COLOR OF LENS CLEAR
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SIDE VIEW
X POWER CABLE : Dura & Flex-F VU(0.5sg X 2C) 450mm
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cor Oi: £0.05 0.1 03 05 DSND BY CHKD BY CHKD BY APRV BY VEW | DATE
LINEAR 630 o1 w02 05 o S.H.KIM JHPARK | < JKHAN 3 2016.08.30
DIMENSIONS 30~120 +0.15 0.3 0.8 15 TITLE QMHL-150-K MODEL
120~400 +0.2 0.5 +1.2 +2.5 OUTLINE DRAWING QMHL']-SO'K
400~1000 | 0.3 0.8 2 4 DWG. NO.
0~10 +1° +1°30' +3° QMHL-150-K_OUT
FORANGULAR | 10~50 +0°30' +1° £2° -
DIMENSIONS 50~120 +0°20" +0°30" +1° SCALE SIZE REV o0 SHEE’1
120~400 +0°10' £0°13' | £0°30' N/S A4
2 ' 3 KV 5 ! 6 A4(297%210)




